
Level-Of-Service Criteria for Intersections 
 

Level of 
Service 

Designation 

Signalized Intersection Criteria 
Average Total Delay 

(Seconds per Vehicle) 

Unsignalized Intersection Criteria 
Average Total Delay 

(Seconds per Vehicle) 

A < 10.0 < 10.0 

B 10.1 to 20.0 10.1 to 15.0 

C 20.1 to 35.0 15.1 to 25.0 

D 35.1 to 55.0 25.1 to 35.0 

E 55.1 to 80 35.1 o 50.0 

F > 80 > 50 

Source:  Highway Capacity Manual, Transportation Research Board; Washington, DC; 2000 
  

 
 
 
 
 

 
Existing Level of Service Results Signalized Intersection Analysis 

 

AM PM 
SIGNALIZED INTERSECTION DELAY* LOS DELAY* LOS 

Route 1 @ Telegraph Rd 35.0 D 78.7 E 
Route 1 @ Fairfax County Pkwy 27.0 C 32.3 C 
Route 1 @ Backlick Rd / Pohick Rd 23.7 C 91.2 F 
Route 1 @ Belvoir Rd 18.8 B 13.0 B 
Route 1 @ Woodlawn Rd 7.6 A 11.7 B 
Route 1 @ Old Mill Rd / Mt Vernon Mem Hwy / 

Woodlawn Plantation 69.4 E 70.6 E 

Fairfax County Pkwy @ Kingman Rd 25.7 C 59.0 E 
Kingman Rd @ Beulah St 8.2 A 6.8 A 
Telegraph Rd @ Fairfax County Pkwy SB Ramp 16.6 B 18.7 B 
Telegraph Rd @ Fairfax County Pkwy NB Ramp 14.6 B 66.5 E 
Telegraph Rd @ Newington Rd 7.7 A 15.5 B 
Telegraph Rd @ Beulah St 33.5 C 32.5 C 
Telegraph Rd @ Hayfield Rd 37.5 D 48.0 D 

  
    * Delay is measured in seconds per vehicle 


